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Safety Data Sheet 1


Galvanised Mild Steel Sections and Components


___________________________________________________


Product
Richter System drywall and ceiling framing sections and 


Descripton
associated components including; 'C'-stud, 'I'-stud, Track, Deep 





Track, Extra Deep Track, Furring Bar, Perimeter Trim, Main 




channel, Standard channel sections, Angle Sections, CDSection 




and associated Richter System suspension components, all 





manufactured to meet the requirements of BS 7364: 1990.


____________________________________________________________________

Chemical 
Galvanised Mild Steel, Zinc coated to BS2989: 1982, grade Z39


Composition
The material does not contain any Asbestos, Silicate or formal- 





dehyde. Component surfaces may retain traces of mineral oil.


____________________________________________________________________


Product
Metal Framing sections, support and assembly components for 


Uses

wall and ceiling construction utilising gypsum wallboard, mineral




fibre board or other panel products.


____________________________________________________________________


General 
Formed edges and cut ends of sections may be sharp. Gloves 


Hazards
should be worn when handling the material to avoid risk of 





lacerations.


____________________________________________________________________ 


Physical
Fire Hazard Rating:
Ignitability  
   0


Data

Spread of Flame   
0




Heat evolved 
        0




Smoke Developed 
0




Non - combustible


____________________________________________________________________


Health Hazard
Material exhibits no known health hazards. Prolonged intensive 


Data

skin contact with surface oil may cause irritation.


____________________________________________________________________

Handling 
Appropriate hand and foot protection should be worn when handling 

Procedures
loading or unloading the material. Eye protection should also be worn when cutting the material with power tools. Work areas should be kept clean and clear.


____________________________________________________________________

The information given in this Hazard Data Sheet represents that which is currently available to the best of our knowledge and as such is given in good faith. 
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