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EAVES VENTILATORS

RV RAFTER VENTILATORS

Design, Applications @ Suit standard rafter spacings. Cold roof with fascia ventilation
RV Rafter Ventilators are designed to ensure @ Independent of SV and FV ventilators, Type HR or LR underlay
a clear air path between roof underlay and enabling use with any depth of soffit.

insulation at all types of eaves, in accordance
with Building Regulations Approved
Document C2. They should be installed
continuously with FV Fascia Ventilators
(page 18) or SV Soffit Ventilators (page 20),

Authority

Can be used to comply with roof space
ventilation requirements of Building
Regulations Approved Document C2 and

RV655 Rafter Tray

. . . BS 5250.
to provide a continuous ventilation path
from the roof void to the outside without Composition, manufacture RV200 Rafter Roll
impairing the weatherproof function of the Vacuum-formed black PVC.
structure, as required by BS 5250.
Advantages FV100 Fascia
@ Do not affect the slating/tiling process. Ventilator

® Unique cross strengthening ribs on rafter RV601, RV451, RV401 —
trays prevent the underlay from sagging and ~ Provides guaranteed

. . actual ventilation
blocking the al.rﬂow Lo opening of 10 000mm?/m.
® Reduce the risk of cold bridging by Use for rafter centres:
enabling insulation to be laid right into eaves. 600mm RV601

450mm RV451
400mm RV401

® Lightweight and durable.
® Quick and easy to install, with no special
tools required.

RV60IF, RV451F, RV601 550mm

RV40IF RV451 400mm

Provides gu'ara'nteed ) 9mm RVAOL 350mm RV625, RV625F (not
actual venz‘z[a}z‘zon opening shown)

of 10 ()0()mm~/m. For . Provides guaranteed
eaves with an open soffi, x actual ventilation
integral 4mm insect

screen complies with
BS 5250.

Use for rafter centres:
600mm RV60IF
450mm RV451F
400mm RV401F

RV60IF 550mm

RV45IF 400mm

S, RV40IF 350mm
N

opening of 25 000mm?*/m
}( at 600/450/400mm rafter
centres, and a minimum
gap of 25mm in
accordance with BS 5250.
Similar to RV601, RV60IF.
RV625F is for eaves with
an open solffit; integral
4mm insect screen
complies with BS 5250.
Designed for standard
600mm rafter centres, or
RV635, RV655 —‘ can be easily cut to suit
Universal rafter trays closer rafter spacings

which adjust to the 30mm

correct roof pitch and can H

be used in new-build, or
in refurbishment without

/\R V635 340mm

disturbing the roof RV655 540mm

covering.

Provides guaranteed

actual ventilation ;

opening of 25 000mm?/m 230mm RV200 Roll

at 600mm rafter centres Laid continuously over

(RV655) or 400mm rafter the rafters before the
centres (RV635). underlay is fixed, provides
RV635 can also be used at a maximum 25 000mm?

450 - 600mm rafter dependent on eaves

centres; one per rafter Effective coverage per pack for rafter spacing: ~ ventilation inlet
provides mzt less than 600mm 6.0m or 10 rafter voids prguision. Unz’vers‘al,
10 000mm?/m. 450mm 6.7m or 13 rafter voids adjusts for 400 - 600mm

400mm 6.0m or 15 rafter voids rafter centres.
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Specification clause
Install Glidevale RV____
rafter ventilators to
provide a continuous air
path for roof space
ventilation between roof
insulation and roof
underlay at eaves
equivalent to
___mm%min
accordance with Building
Regulations Approved
Document C2 2004 and
BS 5250: 2002/2005.
Ventilators to be vacuum-
formed PVC [and to have
integral 4mm insect
screen|.

Install continuously on
the two long edges of the
roof / along the edges of
the roof as shown on
drawings. Fix in
accordance with
manufacturer’s
instructions.
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