: Apollo Chemicals Limited,

APO L L o Sandy Way, Amington Industrial Estate, Tamworth, Staffs. B77 4DS.
Telephone: +44 (0) 1827 54281

A D HE STV ES Facsimile: +44 (0) 1827 53030 www.apolloadhesives.com email: sales@apolloadhesives.com

BASE TECHNICAL DATA SHEET PRODUCT
Polyurethane POLYURETHANE ADHESIVE A9900
SOLIDS

95% DESCRIPTION

Apollo A9900 is a single part moisture curing polyurethane structural
VISCOSITY adhesive. It has been specifically formulated for bonding insulation to a
variety of roof decks.

4000 + 500

cps @ 25°C ADHESIVE APPLICATION

COLOUR The roof deck should be dry and free from grease and other contaminants.

Brown The spouted container should be opened and the adhesive applied in the
form of 5mm beads. The amount of adhesive applied depends upon the
type of roof deck with more adhesive to be applied around the perimeter of

TACK LIFE the roof and to porous decks.

20 minutes The insulation bonds should be positioned over the adhesive within 10— 15

minutes depending upon atmospheric conditions. Please ensure the beads

of adhesive transfer from the deck to the boards to ensure satisfactory
COVERAGE adhesion.

100 — 200gsm . . : )
Once applied the adhesive will foam rapidly and cures to form a durable
tough bond.

CLEANER Apollo A9900 can be used to bond the following insulation boards:-

Solvent 6 or 9 o Expanded polystyrene

e Extruded polystyrene
e Polyurethane

FLASH POINT
to the following decks:-
See MSDS g
e Steel
SHELF LIFE e Plywood
e Concrete CONTINUED OVER PAGE
3 months e Felt Page 1 of 3
@ 5- 25°C
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